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CONTRACTOR SHALL INSPECT
EXISTING SINGLE PLY MEMBRANE ON
ALL RAISED SURFACES AND
AROUND ANY ROOF OPENING FOR
ANY DEFECTS IN THE EXISTING
SINGLE PLY MEMBRANE. UPON
DISCOVERY OF ANY DEFECTS, SUCH
AS CUTS, PUNCTURES,
DELAMINATION, ETC. THE
CONTRACTOR SHALL REPAIR AS

PER ROOFING MANUFACTURER’S
SPECIFICATIONS.

CONTRACTOR SHALL REPAIR ANY
SECTION OR PART OF ANY ROOFING
MEMBRANE DAMAGED OR
DELAMINATE CAUSED BY POWER
WASHING.

CONTRACTOR SHALL REMOVE AND
PROPERLY DISPOSE DAMAGED OR
STAINED ACOUSTIC CEILING TILES
AND REPLACE WITH NEW IN KIND
T0 MATCH COLOR, TEXTURE, SIZE
AND PATTERN AS IDENTIFIED IN
SCOPE OF WORK SHEET.

CONTRACTOR SHALL REMOVE ALL
EXISTING METAL PIPE SUPPORTS
AND REPLACED WITH NEW CADDY
PYRAMID SUPPORT BY ERICO
COMPANY OR APPROVED EQUAL

ROOFING CONTRACTOR SHALL
HAVE A PULL TEST PERFORMED
ON ALL ROOF SUBSTRATES TO
ENSURE THAT WIND UP LIFT
REQUIREMENTS ARE MET.

AIR CONDITIONING MECHANINICAL
CONTRACTOR SHALL REMOVE
DISPOSED OF SPECIFIED DAMAGED
OR NON FUNCTIONING AIR
CONDITION ROOF TOP UNIT(S) AND
REPLACE IN KIND; IN TONNAGE,
WEIGHT, VOLTAGE, AMPERAGE,
COMPATIBILITY OF INSTALLATION IN
EXISTING A/C ROOF CURB OPENING
AND LISTED MANUFACTURE OR
APPROVED EQUAL.

AIR CONDITIONING CONTRACTOR SHALL

CHECK ALL REFRIGERANT LINES FOR
LEAKS AND PROPER INSULATION.

A/C CONTRACTOR SHALL DISPOSE OF

ALL UNITS IDENTIFIED FOR REMOVAL AS

PER VIRGIN ISLANDS LOCAL CODES.

A/C CONTRACTOR SHALL BALANCE ALL

NEWLY INSTALLED AIR CONDITIONING
UNITS AS REQUIRED

ALL REFRIGERANT LINES SHALL BE

ELEVATED OFF SINGLE PLY MEMBRANE

ROOFING USING THE APPROPRIATE
CADDY PYRAMID SYSTEM OR EQUAL.

NOTE: THIS DRAWING IS A GRAPHIC
REPRESENTATION OF THE EXISTING
CONDITIONS. THE CONTRACTOR SHALL
FIELD VERIFY ALL DIMENSIONS,
QUANTITIES AND CONDITIONS ETC.
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